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INSTRUCTIONS PERTAINING TO A RISK OF FIRE, ELECTRIC SHOCK, OR 

INJURY TO PERSONS 

IMPORTANT SAFETY INSTRUCTIONS 

WARNING - When using electric appliances, basic precautions should always be followed, 
including the following: 

a)     Read all the instructions before using the appliance. 

b)     To reduce the risk of injury, close supervision is necessary when an appliance is used near 
children. 

c)     Do not contact moving parts. 

d)     Only use attachments recommended or sold by the manufacturer. 

e)     Do not use outdoors. 

f)     For a cord-connected appliance, the following shall be included: 

- To disconnect, turn all controls to the off ("O") position, then remove plug from outlet. 

- Do not unplug by pulling on cord. To unplug, grasp the plug, not the cord. 

- Unplug from outlet when not in use and before servicing or cleaning. 

- Do not operate any appliance with a damaged cord or plug, or after the appliance 
malfunctions or is dropped or damaged in any manner. Return appliance to the nearest 
authorized service facility for examination, repair, or electrical or mechanical adjustment. 

g)     For a grounded appliance - Connect to a properly grounded outlet only. See Grounding 
Instructions. 

h)     For a stationary type - "To Reduce the Risk of Electric Shock - Connect to a receptacle that 
is protected by a ground fault circuit interrupter (GFCI)."; 

i)      Please take care to protect eyes or use eye pad when the arm is extended close to one’s 
face. 

 

 

 

 

SAVE THESE INSTRUCTIONS 
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Thank you for purchasing the HaloFX Mobile™.  
 
Be sure to read this manual thoroughly before using this product so you can operate it safely 
and correctly. Always keep this instruction manual at hand for future reference.  
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Equipment 
 

 

 

 

 

 

 

     

              Halogenerator Halogenerator Top Cover            White Plastic Bottom Stand 

 

 

 

 

 

 White Plastic Stand  White Plastic Arm and Transformer and  
 Attachment Piece                                 Air Director Cap     Power Plug 

 
 
 
 
 
 
 
 
 
 

 Transformer Holder 2 Metal Stand Rods Rolling Stand 
 



Environmental Requirements and Salt Preparation 

It is important to follow proper climate conditions: 

• Humidity Levels must be less than 60% 

• Temperature between 70°F and 77°F 

In case of higher levels of humidity, the use of a dehumidifier is required in the room where 

the generator is operated. 

For correct functioning of the halogenerator, you must use dry, heated, pharmaceutical 

grade salt only!  

It very important to protect your HVAC from the salt particles that will be in the air during 

and after a salt session. We highly recommend using the AirSafe2000 filter on your HVAC vents 

for protection. Please visit their website at www.airsafe2000.com to order your filters, and 

tell them that GHS sent you! 

The use of a Crockpot™ or Slow Cooker is strongly recommended. 

Crockpot™ or Wax pot Instructions  
1. Turn the pot to the “Warm” or lowest setting. If the salt gets too hot it may melt the 

plastic inside the generator. 

2. Fill the pot 1/3 full of pharmaceutical grade salt. 

3. When the pot is on, leave the lid off. This allows for moisture to 

evaporate. 

4. Do not leave any utensils inside the pot. 

5. At the end of the day, you may turn off the pot. 

6. When the pot is off, put the lid on to prevent the salt from 

collecting any moisture. 

How Much Salt to Use 
Measure roughly one tablespoon of salt and put into the feeder. It takes about a 1/2 teaspoon 

of salt per 20 minute session. Some salt will be left over at the end of the session, which can 
be recycled back into the crockpot for later use. It is okay to fill the feeder with enough salt 
for several session and return any remaining salt to the pot at the end of the day. *note, be 

mindful of the humidity levels in the room where the generator is being operated. If high, use 
enough salt for only a few sessions at a time and adjust humidity in the room. 

*Safety Precaution: Please take care to protect eyes with glasses/eye pads (or simply 
keep your eyes closed), when the arm is extended close to face. 
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Instructions for Assembly 
 

1. Please be sure you have reviewed the section titled 

“Environmental Requirements and Salt Preparations” 
in this Manual before proceeding with assembly. 

2. Turn the Halogenerator with the cover upside-down to 

locate the hole at the bottom where you will attach 

the bottom stand.  

 

 

3. Line up the hole in the halogenerator with the hole in 
the bottom stand.  
 
 
 
 

4. Affix the bottom stand to the halogenerator using the 

stand attachment piece.  

 

 

 

 

5. Attach the white plastic arm to the halogenerator and 

attach the power cord if you wish to use the generator 

in its tabletop position. Or go to the next step to build 

the rolling stand.  

 

 

6. To build the rolling stand, connect the two metal stand 

rods together and insert into the rolling stand. Be sure 

the rods are locked in securely by gently tapping with a 

hammer if necessary. 
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7. Place the halogenerator on top of the metal rods, 

making sure the metal rod is inserted into the white 

plastic stand attachment piece. Tighten as necessary 

using the black knob.  

 

 

 

  

8. Attach the transformer and power plug to the 

transformer holder using the Velcro straps. Attach the 

clamps to the metal stand rods.  

 

 

 

9. Plug in the power cord to the halogenerator near the 

power switch.  

 

 

10. You’re finished with assembly when your HaloFX 

Mobile™ looks like this. 
 

 

 

 

 

 

 

 

Using the HaloFX Mobile™ as a dedicated Salt Room 
The HaloFX Mobile™ can be used in dedicated salt rooms up to 200 square feet. Simply cut a circular 
hole in the wall 155-160cm (61-63 inches) from the ground that is 51mm (2 inches) wide. It does not 
need to be mounted on the wall, as the machine will be supported by the stand. The air director is to be 
removed when the HaloFX Mobile™ is used in this manner.  

For salt room use, a higher level of HVAC protection is required. Please refer to HVAC specific 
documents. If you do not have these, please contact us at service@halotherapysolutions.com.  
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Programming the HaloFX Mobile™ 
The HaloFX Mobile™ is programmed with the recommended settings for session and ventilation times, 
as well as all other key settings. However, if you need to change or reset them, please follow the steps 
detailed below. 

Session and Ventilation Time 

A 25-minute session (20-minute session time + 5-minute ventilation time) is what we recommend, but 
you may set your sessions to any amount of time you choose. Always be sure to set your ventilation 
time for 5 minutes. 

1. Turn on the halogenerator by turning the white on/off switch to “ON.” This switch is located on 
the side of the halogenerator near where you plugged in the power cord. Do not press start. The 
display will show “STOP.” 

2. Session Time: Press and hold F1. This will display “S” followed by a numerical value. While 
holding F1, press +/- until the display shows your desired Session Time. 

3. Ventilation Time: Press and hold F2. This will display “V” followed by a numerical value. While 
holding F2, press +/- until the display shows your desired Ventilation Time. 

4. Press STOP and turn off the generator to save your settings. 

*Remember, Session Time + Ventilation Time = Total Session Time 

** The HaloFX Mobile™ will go quiet for 2 minutes before going into vent mode 

How to Adjust Salt and Air Flow 
Adjusting the speed of the fan will control the salt and air flow. 

1. Make sure the generator’s on/off switch is “ON” and that you are in Start Mode (press START) 
2. Press and hold F2. The generator will display “F” followed by a numerical value. 
3. While holding F2, press +/- until the desired setting is displayed. 

How to Stop the HaloFX Mobile™ During Vent Mode 
The HaloFX Mobile™ has been programmed to go into a quiet mode for 2 minutes before vent mode. If 
you find the vent mode to be too loud, and the client is still in their session, hit STOP and this will end 
the salt session. 

How to Operate the HaloFX Mobile™ 
1. Make sure you have reviewed and programmed your HaloFX Mobile™ to your 

desired session time by following the instructions in the section titled 

“Programming the HaloFX Mobile™.” 

2. Lift the cover of the halogenerator to locate the feeder. Add one tablespoon of 

salt to the feeder funnel and replace cover.  

3. Turn on the HaloFX Mobile™ from the power switch on the side of the 
halogenerator. 



     4.   Press the START button located on the front of the halogenerator. 

     5.   The HALO-Fx Mobile™ will automatically stop when the session is done, but if you need       
 to end the session early, press the STOP button. 

     6.   Turn off the halogenerator when you are finished for the day, by turning the white  
 power switch to the off position. Return any unused salt to the crockpot. 

Cleaning the HALO-Fx Mobile™ 
To ensure the long life of your equipment, you must take a few minutes to clean the HALO-Fx 
Mobile™ roughly once a month, a little more often in high humidity environments, and a little 
less often in the winter month (heat on) or low humidity environments. We recommend using 
a soft bristle brush and/or microfiber cloth for cleaning. Do not use any water or wet 
cleaning products or compressed air (keyboard cleaner) on any parts of the halogenerator. 

1. Make sure the HALO-Fx Mobile™ is turned off. 

2. Lift the cover of the halogenerator to access the feeder. 

   

 

3. Use a small screwdriver to loosen the screw on top of the feeder plug.  
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4. Unplug the feeder.  

 

 

 

5. Undo the latch holding the feeder into place by turning it clockwise. 

 

 

 

6. Lift the feeder out of the halogenerator and empty unused salt back into 

Crockpot™ or slow cooker.  

 

 

 

7. Undo latch on feeder holding white screw into place.  

 

 

 

 

8. Gently remove white plastic screw from feeder.  

 

 

 

9. Brush away any excess salt on white plastic screw.  

 

 

10. Replace white plastic screw and make sure latch is secure. 
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11. Unscrew metal knobs from the top of the wooden plate. Carefully lift the 

wooden plate from halogenerator. 

 

 

 

12. Brush/Wipe away any excess salt from exposed area.  

 

 

13. Lift panel using wooden handle and place upside down on nearby surface.  

 

 

14. Brush away any excess salt from the inside.  

 

 

15. Detach the mill from the panel by loosening the wingnuts and brush away any 

excess salt from the blades. * This step only needs to be done every other 

week*  

 

 

 

 

Please contact Global Halotherapy Solutions, LLC for technical support: 

Website: www.halotherapysolutions.com   

Email: service@halotherapysolutions.com 

Phone: 800-806-5422 

 


