
 

 

HaloGX 
 
Please watch the video for this equipment as well as reading these written instructions. 
 
Location: 
The humidity level in the room must be lower than 65%.  A dehumidifier can be used to 
lower the humidity in the room.  If humidity is higher, the salt will not rise and will stick to 
the tube’s walls.  
 
Preparing: 
  
1. Remove transportation bolt. See video. This bolt only exists to help minimize potential 
issues with shipping of the unit. 

2. Mount the halogenerator to the wall of the enclosure.  Two screws have been provided 

3. Attach the scoop inside the enclosure.  See video. 

Make sure that scoop upper edge is on same height ( or little lower ) with generator outlet 
upper edge 

3. Plug the transformer to the halogenerator ( green light on Stop button will light up)  
 
Starting: 
1. Remove the transparent tube by opening connection nut which is holding the tube. 
2. Fill 1 tablespoon of dry salt (you may want to warm the salt with a small crockpot to 
insure the moisture is removed from the salt) to the transparent tube. (this should last 1 full 
day if you are a business with many client sessions per day) 
3. Fit tube back to the generator. 
 
Now the halogenerator is ready for use (There is no main on/off switch) 
 
5. Press START . ( if halogenerator  has not been used for a long time , press start 2 times )  
  
To see that is working, numbers on display will blink after every second until the session 
ends. 
 
Using Turbo button: 
This halogenerator works best for healing in normal mode (not turbo mode) as it produces 
the smallest particles.  However, many customers like to see/taste the salt so we created 
this turbo feature that produces slightly larger particles. 
 
 
Press white switch on the Scoop inside the enclosure.   
Extra mill will work for a  few seconds (more salt will come out) and then stop for  
a few minutes. 



 

 

Then extra mill will go on again for a few seconds and works as long as it is not switched off 
by pressing the turbo button again. 
  
How to change settings: 
  
Press SET one time and the green LED #1 will light up 
Now you can adjust session time by +/- from 1......99min.  20 minutes is the recommended 
session time 
  
Press SET second timeand  green LED #2 will light up 
Now you can adjust grinding time by +/- from 1......99min  10 minutes is the recommended 
grinding time  (this is the final half of the 20 minute session as salt will come out for 10 
minutes after the previous 2 minutes of planned stoppage) 
  
Press SET third time and green LED #3 will light up 
Now you can adjust standstill time by +/- from 1......99min    2 minutes is the recommended 
standstill time for a 20 minute session  (salt will not come out for 2 minutes as 
concentration will be high enough after the first 8 minutes) 
  
Press SET fourth time and green LED #4 will light up 
Now you can adjust start up time by +/- from 1......99min   8 minutes in the recommended 
start up time  (salt will come out continuously for 8 minutes before stopping for 2 minutes 
and them coming back on for 10 minutes to finish the 20 minute sessionL) 
 
Press SET fifth timeand  green LED #5 will light up 
Now you can adjust Fan speed, by +/- from 1......5 (1low...5High speed)  a fan speed of 3 is 
recommended 
  
Press SET sixth time , all settings that are changed above, will be saved 
  
  
How to clean: (please watch the video) 
 
1. Remove tube from the halogenerator. 
2. Open air pipe and mill cable. 
3. Remove tube from the halogenerator by lifting it out. 
4. Shake the rest of salt out. If salt is stuck to the tube surface, use a a small brush to clean 
up milling pipe . 
 (It is possible to disassemble all tube components for cleaning, just be screwing off the parts 
from what they are attached to) 
 
Never  use water for cleaning . Use Slightly moisturised cloth. 
 
Make sure, that milling area is dry. 
  
Fill the tube with new salt and then fit back all parts. 
 


